
ENGLISH

TECHNICAL DATA

ZED 21 J

PERFORMANCE

ARTICULATED TRUCK MOUNTED PLATFORMS
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360°

28
50

1062 3400 2358

6820

Ant. Min. 2700 Front Min.
Ant. Max 2830 Front Max
Post. Min. 2870 Rear Min.
Post. Max 3020 Rear Max

200 kg

80 kg 80 kg 40 kg

KEY POINTS

DIMENSIONS WORKING ENVELOPE

OUTRIGGER FOOTPRINT

Clean top boom, internal mounted services

Sigma boom o�ering ZERO TAILSWING

65° Right + 65° Left 

hydraulic basket rotation 

Anti-collision bar
2,1 m Jib

360° continuous turret

rotation on bearing turntable 

No

external

hoses

from

basket

Side basket drawbar: 

no play under basket

200 kg basket capacity

throughout entire

working area

Proportional, multifunction, electrohydraulic controls
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Sales O�ce
ph. +39 041 51.00.130 - fax +39 041 41.38.44
Headquarter
ph. +39 0464 48.50.50 - fax +39 0464 48.50.99
Milano Branch
ph. +39 02 98.81.100 - fax +39 02 98.28.20.96 
Bertinoro Branch & Factory
ph. +39 0543 44.88.30 - fax +39 0543 44.83.43

CTE S.p.A.  |  www.ctelift.com


