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PFEIFER-RENFROE:

A sharp bite for a strong-hold!

2

4

1

3

10 % of Rated 
Capacity

7
WRONG

8
WRONG

5
WRONG

6
WRONG

9

WRONG

*Please see Operating Manual for detailed operating instructions

PFEIFER-RENFROE-Lifting Clamps – Application Guide

PFEIFER-RENFROE-Lifting Clamps – Important Operation Guidelines*

RIGHT – This is how it works
 1.  Before commissioning the clamp, the operating manual must be read carefully. Please attend our Application 

Training Seminars to train your workers and officials.
 2.  The clamp must be checked for proper functioning, defects and wear before each use. Damaged, overloaded 

or worn clamps must not be used. The clamps must be inspected atleast once a year by an expert.
 3.  For all vertical lifting clamps a minimum load of 10% of Rated Capacity must be ensured.
 4.  Check the surface hardness of the load. Standard clamps can be used for load surface hardness of 

max. 300 HB. For load surface hardness between 300 HB and 450 HB, extra hard gripping elements must 
be used. 

WRONG – Never this way
 5.  Never lift a load when the clamp is not locked. Always use the Safety Lock.
 6.  Never use Hooks without Safety Latch.
 7.  Never overload the lifting clamps. Always use clamps for loads which lie within the rated capacity of the clamp.
 8.  Never lift more than one sheet at a time with a vertical lifting clamp.
 9.  Never lift/transport loads above persons or safety areas.

Call us for:
Testing & Inspection:  +49 83 31-937-325
Training Seminars:  +49 83 31-937-218
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RENFROE lifting clamps come up to the

stringent requirements of the USA 

concerning product liability.

We grant a three-year 

warranty period!


